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2. The maximum available length for a raised drivers
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shorter and will be determined at the next stage of
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P10/13 TRANSITIONED FACING TURNOUT
SUITABLE FOR 40KPH TURNOUT SPEED
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GROUNDED 70cm WALKWAY

Notes

1. Topographic survey required to establish exact extent
of works

2. The maximum available length for a raised drivers
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STRAND STATION - UNDERBRIDGE (UBB29)
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BUFFER STOP
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NEW RETAINING WALL END

P10/10 TRAILING TURNOUT SUITABLE
FOR 40KPH TURNOUT SPEED

5.78M TRACK CENTRES BETWEEN NEW MAINLINE AND TURNBACK
WHICH ALLOWS ROOM FOR A 700MM DRIVERS WALKWAY FOR
THE FULL LENGTH OF THE TRAIN AT LEAST 1.3 FROM ML

CURRENT SOLUTION SHOWS 1411M RADIUS

Notes

1. Topographic survey required to establish exact extent
of works

2. The maximum available length for a raised drivers
walkway has been shown. The exact length may be
shorter and will be determined at the next stage of
design
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WITH LIGHTING BUFFER STOP
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SUITABLE FOR 40KPH TURNOUT SPEED

NEW TRACK (APPROX. 71M LONG) FOR CROSSOVER

NEW RETAINING WALL START

NEW RETAINING WALL END
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NEW STEPPED
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MALAHIDE STATION

NO TRACK MODIFIED ADJACENT TO THE ESTUARY

CORBALLIS BACK ROAD BRIDGE (UBB32)

LOCATION OF PLANNING APPROVED
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LEGEND:

EXISTING RAILWAY PLATFORM

EXISTING RAIL TRACK RETAINED

IRISH RAIL PROPERTY BOUNDARY

EXISTING RAIL TRACK REMOVED

NEW RAIL TRACK

DRIVERS RAISED 1.38m WALKWAY

NEW RETAINING WALL

GROUNDED 70cm WALKWAY

Notes

1. Topographic survey required to establish exact extent
of works

2. The maximum available length for a raised drivers
walkway has been shown. The exact length may be
shorter and will be determined at the next stage of
design

P10/10 TRAILING TURNOUT SUITABLE
FOR 40KPH TURNOUT SPEED
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LEGEND:

EXISTING RAILWAY PLATFORM

EXISTING RAIL TRACK RETAINED

IRISH RAIL PROPERTY BOUNDARY

EXISTING RAIL TRACK REMOVED

NEW RAIL TRACK

DRIVERS RAISED 1.38m WALKWAY

NEW RETAINING WALL

GROUNDED 70cm WALKWAY

KEY PLAN

MALAHIDE

MALAHIDE VIADUCT (UBB30)

STRAND STATION - UNDERBRIDGE (UBB29)

DRIVERS RAISED WALKWAY

EXISTING CROSSOVER REPOSITIONED

NEW RETAINING WALL END

P10/10 TRAILING TURNOUT SUITABLE
FOR 40KPH TURNOUT SPEED

5.78M TRACK CENTRES BETWEEN NEW MAINLINE AND TURNBACK
WHICH ALLOWS ROOM FOR A 700MM DRIVERS WALKWAY FOR
THE FULL LENGTH OF THE TRAIN AT LEAST 1.3 FROM ML

CURRENT SOLUTION SHOWS 1411M RADIUS

NEW RETAINING WALL START

CURRENT SOLUTION SHOWS 1411M RADIUS

CLEARANCE POINT

BUFFER STOP

Notes

1. Topographic survey required to establish exact extent
of works

2. The maximum available length for a raised drivers
walkway has been shown. The exact length may be
shorter and will be determined at the next stage of
design
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